CITIZEN.

FEATURES

Fast Printing
Cash Drawer Kick-out
& Auto Winder (simultaneous)
Two Color Printing (Black & Red)
User- Friendly Compact Design
Available In Ivory, Gray and Black (optional)
Compatiblity (IDP562, Verifone)

MODEL CLASSIFICATIONS
iDP-3535F-40R F 12£_2
Voltage: 120V
230V
Character Set: F - International
J - Japan
Interface: R - RS-232C
P - Parallel
Columns: 23 columns
28 columns
40 columns
— Paper Feed Method F - Friction
P- Pin Feed
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SPECIFICATIONS

Print Method Serial impact dot matrix printer
Printing Direction Bi-directional
Font 7 x 7 dots (including half dots)

Number Of Columns/Dots

23 columns, 230 dots/line
28 columns, 280 dots/line
40 columns, 360 dots/line

Character Size

23 columns:1.8 x 2.4 mm
28 columns: 1.5 x 2.4 mm
40 columns: 1.36 x 2.4 mm

Print Speed 23 columns: 4.0 lines/second
28 columns: 3.5 lines/second
40 columns: 3.0 lines/second

Line Pitch 4.23 mm (1/6 inch)

Paper Width Friction: 3" (76 mm)

Pin feed: 3"(76 mm)— 3.5"(89 mm)

Maximum Paper Diameter

Friction: 80 mm &

Ink Ribbon Cassette ribbon IR-61RB /B /P
Interface RS-232C or Parallel

Data Buffer 1 line

Power Supply 100 /120 / 230V AC

Power Consumption Approx. 30 W

Dimensions (W" x D"x H") | 6.3" x7.2" x6.8"

Weight

Approx. 6.2 Ibs.

Reliability

Printer: MCBF 4.0 million lines
Head: 80 million characters

Operating Temperature

32°F to 104°F

Storage Temperature

-4°F t0 140°F

OPTIONS

AW-3 Paper Winder (Friction feed only)

CBM America Corporation
Headquarters

Two Executive Drive, Suite 645
Fort Lee NJ 07024
800-421-6516 / (201)944-1313
Fax (201)944-6669

Los Angeles Office

10900 Wilshire Blvd. Suite 650
Los Angeles, CA 90024
(310)209-1233

Fax (310)209-0838




CITIZEN

HIGH-SPEED ECONOMY PRINTER
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